RIDER 2017

- on tour 3 musicians and 1 technician

TIMING

- length of concert : 80 min.
- setup and soundcheck : 2h

STAGE

- minimum stage size: 4x3m
- black-box

LIGTH

- please contact us

SOUND

Line Up
Name Play Amp Di Mic
Vol Vi, i
Martin ’ No No for Clarinet,
Drum(Stand Tom, Complete Drum
Snare, Ride)
Vocal Mic, Clip
Leon Vox, Helicon, 2, one clean & one | for FX for Helicon., SM57
Accordion FX FX amp, D1 out
Clean Amp
Angela Vox, Accordion, No 1 Vocal Mic, Di for
Helicon Accordion

Stage, Equipment & Backline

The hole Backline is providen by the band (All Mic's, Di's, Stands and
Amps on Stage).

We Need XLR Cabels und 3 monitors. A good Pa according to the venue.
We love to see l'acoustic, Kling&Freitag, d&b, Meyer Sound, Seeburg
Acoustic line, Nexo.



Stage Layout

Input Patch List
Channel

Instrument
Stand Tom

OH & Snare

—_—

Helicon Dry
Helicon FX
Clarinet
Accordion
Vocal Martin
Vocal Leon
Vocal Angela

O 0 N n kW

Monitor Mix / Outputs
AUX 1: Monitor Left
AUX 5: FX Plate

AUX 8: FX Div.

Contact

Band:

Martin Kaspar Lauchli
0041 (0)79 365 49 89
info@pumcliks.ch

Mic
D112
N184

Amp Di Out

SM57

Clip

System on Instrument
Sennheiser 935
Sennheiser 935
Sennheiser 935

AUX2: Monitor middle
AUX 6: FX Hall

Stand
Small
Clip for fixing on Vocal
stand
No
Small
No
No
Boom
Boom
Boom

AUX 3: Monitor right
AUX 7: FX Delay



